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DECORATIVE SEALER
HIGH GLOSS

Product Description: Ozinga Decorative Sealer is a clear acrylic copolymer, solvent-based, curing, sealing, hardening and 
dust-proofing compound for interior (see cautions) and exterior concrete. Ozinga Decorative Sealer will form an impervious 
film that is resistant to the alkali present in fresh cement, and will retain moisture for freshly placed concrete ensuring proper 
strength development. Ozinga Decorative Sealer will penetrate the substrate and provide a protective seal on the surface that 
is resistant to mild acid, alkali, and salt attack, and will not support mold growth. Ozinga Decorative Sealer will increase the 
stain resistance of the concrete and allow easier cleaning, maintenance, and extended wear.

Features & Benefits:
• Provides wet look sheen and color enhancement
• Highlights and enhances concrete color tones
• Hardens new concrete by providing proper cure
• Provides anti-spall protection against salt attack
• Non-yellowing formula designed for maximum UV resistance against sun degradation and gloss retention

Physical Data: Approximate Values:
Composition: Acrylic copolymer in hydrocarbon base
Color: Crystal clear solution
Solids: 25.25% (+/-0.50)
Weight per gallon: 8.20 lbs (+/- 0.10 lbs) /gal

Technical Data: Approximate Values:
Drying to Touch: 20-30 minutes
Hard Film / Recoat Time: 2 hours
Light Foot Traffic: 4-5 hours
Vehicle Traffic: 10-12 hours
Moisture Loss: < 0.40 kg/m2

Flash Point (Tag Closed Cup): 52º F / 11º C
DOT Shipping Category: Flammable Liquid
VOC Levels: 2.87 lbs/gal (345 g/L)

Specifications/Compliances: Ozinga Decorative Sealer is formulated to comply with: ASTM C-309 Type I, Class A&B, ASTM 
C-1315 Type I, Class A and ASTM C-156-71. Decorative Sealer contains less than 350 g/L (2.92 lbs/gal) volatile organic 
compounds and meets the Architectural Coatings requirements in accordance with EPA 40 CFR Part 59 Table 1 Subpart D for 
Concrete Curing and Sealing Compounds. Ozinga Decorative Sealer complies with most OTC region states as well as current 
National AIM reduced (350 g/L) VOC compliance requirements for all states excluding California.

Coverage: After application, Ozinga Decorative Sealer dries to a clear, high gloss film. For best appearance and performance, 
apply uniformly and at recommended coverage rates below, listed in square feet per gallon/(m2/liter).

Application: First Coat Optional Second Coat:
Curing and Sealing New Concrete 250-300/(6.2-7.4) 300-350/(7.4-8.6)
Sealing Existing (Old) Concrete 350-400/(8.6-9.8) 350-400/(8.6-9.8)

*Coverage rates will vary from the above rates depending on surface porosity and finishing technique. Rates above are assuming 
hard (steel) trowel finish. Recommended application is by an acetone compatible hand held pump sprayer.
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Directions for Use: If antique release powders are used on the newly stamped concrete or overlayment, the surfaces typically 
should be allowed to dry out during the first day since the excess powder will have to be water rinsed off the following day for 
desired surface appearance. If a clear or pigmented release liquid is used as a stamping option, the surface is typically still 
water rinsed the next day for uniformity. Pressure washers are typically more effective than garden hoses to remove excess 
release pigments in this step. The cleanly rinsed surfaces should then be allowed to cure out for a minimum of 24 hours before 
sealing with Ozinga Decorative Sealer to prevent blushing of the sealer film (clouding or whitening) See Cautions. This time 
period is important, especially on darker colored overlays, which seem to be more prone to the film blushing since they will 
absorb more heat from the sun, which then pulls substrate moisture to the surface. If shorter time constraints are required, the 
surfaces can be sealed earlier than 24 hours, however the chance of blushing can increase accordingly.

Cautions: DECORATIVE SEALER IS A FLAMMABLE LIQUID. Before using, the applicator should read all label, technical data and 
safety information completely.

Warnings: Avoid ingestion, skin and eye contact of the spray mist. Wear safety glasses or splash goggles and protective clothing 
during application. Also wear an OSHA/NIOSH approved respirator when applying as the vapors emitted from Decorative Sealer 
may cause respiratory tract irritation. People with medical conditions should not be exposed to the vapors or fumes. Empty 
container may contain explosive vapors that are heavier than air. Do not cut or weld on or near empty container. Refer to product 
MSDS (Material Safety Data Sheet) for further health and safety information. FOR INDUSTRIAL USE ONLY. KEEP OUT OF REACH 
OF CHILDREN. For medical emergencies only, call Infotrac at 1-800-535-5053.

HMIS Codes: HEALTH = 2, FLAMMABILITY = 3, REACTIVITY = 1, P. PROTECTION = G

Shipping Names: Flammable Liquid, Resin Solution, 3, UN1866, Packing Group II.

Shipping Class: ITEM 155250, SUB 2, LTL 65 - Concrete Cure & Seal Compound.

Shelf Life: 3 years properly stored at 40° to 90º F

Limited Warranty: This product is warranted to be of merchantable quality when used according to the instruction herein. It 
is not warranted to be suitable for any purpose or use other than the general purpose for which it is intended. Liability under 
this warranty is limited to the replacement of the product as purchased, if found to be defective upon inspection by the 
manufacturer. This limited warranty is issued and accepted in lieu of all other expressed warranties and explicitly excludes 
liability for consequential damages. Buyer assumes all risk and liability resulting from the use of this product.


