
OIING� 

PRODUCT DESCRIPTION
Ozinga Salt Shield is a ready to use, colorless, odorless, penetrating, protective concrete sealer. Salt Shield is formulated to densify, dustproof and harden 
untreated concrete surfaces by creating a permanent closed cell, less porous substrate. Salt Shield also contains a water repellent additive to decrease 
surface absorption and provide improved water beading. Treated surfaces are more resistant to water and deicing salt intrusion, as well as acids, oils, grease 
and other contaminants. Salt Shield is recommended for cured (hardened) concrete use only, not on newly poured (fresh) concrete. Typical applications 
include basements, warehouse  floors, repair shops, driveways, walkways and steps. Salt Shield is also used in precast manhole applications to provide 
decreased surface permeability for improved vacuum testing results.

FEATURES & BENEFITS:
• Excellent Hardening and Densifying
• Decreases Surface Absorption
• Provides Added Water Repellency
• Water Based, Odorless Formulation

COMPOSITION
Octyl Triethoxy in water. Contains no solvents, waxes or silicones.

PHYSICAL DATA (AT 70°F / 21° C)
Color / Odor  Milky White Emulsion
Weight per Gallon   9.00 lbs (± 0.10)
Percent Solids (Actives) by Weight  10.50% (± 0.50)
VOC Content (% Volatiles) per EPA Method  < 100 g/L (0.84 lbs / gal)*

*Contain less than 400 g/L (3.33 lbs/gal) volatile organic compounds. Meets existing VOC (VOM) regulations for Waterproofing Concrete and Masonry Sealers 
under the EPA’s Ozone Transport Committee (OTC) Industrial Maintenance Coatings listings for most states excluding California (CARB, and SCAQMD).
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SALT SHIELD

COVERAGE

The following coverage rates are approximate and for estimating purposes only. Ozinga recommends that a test application is made on the actual 

surface to be treated to accurately determine coverage rates, effectiveness and influence on surface appearance.

Concrete - Bridge Decks / Ramps 150 - 200 ft2/gal

Cast Stone 75 - 125 ft2/gal

Concrete - Smooth 150 - 250 ft2/gal

Natural Stone 50 - 100 ft2/gal

Concrete - Block 50 - 100 ft2/gal

Precast Paver Block 150 - 200 ft2/gal

Clay Brick - Porous 60 - 120 ft2/gal

Stucco 75 - 100 ft2/gal

Clay Brick - Dense 100 - 120 ft2/gal

Artificial Stone 50 - 100 ft2/gal



DIRECTIONS FOR USE
Lightly pre-dampen the existing concrete with water to a saturated surface dry condition. This is to allow even penetration of the Salt Shield, and to prevent any 
subsequent mottling or surface non-uniformities that may form by uneven absorption into the substrate. Brush or squeegee out any water puddles or low spots 
that are visibly present. Note - For precast applications only, it is not necessary to pre-dampen the concrete. Salt Shield is most commonly applied using low 
pressure, airless spray equipment. For small areas, a garden sprayer or roller may be used. Following the pre-dampening of surface, apply Salt Shield in a 
continuous, heavy flood-coat to the point of saturation, keeping the entire area wet for a minimum of 30 minutes to a maximum of 1 hour to allow for adequate 
absorption. Salt Shield will penetrate into the concrete and can be re-applied to overly absorbent areas as needed while the surface is still wet. Do not allow 
the surface to dry during this time. Keeping the entire area consistently wet, scrub the Salt Shield into the concrete to allow for even absorption, using a 
broom, bristle brush, or mechanical scrubber to work the material into the substrate. After the 30 minutes minimum has elapsed, thoroughly flush the entire 
area with water, while continuously agitating the surface with broom or scrubber to remove any excess Salt Shield that has not been absorbed into the 
concrete. Any areas that are still slippery after the first rinse should be re-agitated and flushed again. After the first application has dried, a second coat 
should not be necessary on most substrates, since the sealer should repel any successive water penetration. A second coat may be needed only on very porous 
or absorbent substrates if water absorption (darkening) is still experienced. Clean equipment with soap and water immediately after use. Dry time is typically 2 
to 4 hours during ambient weather conditions.

CAUTIONS
Do not dilute. Salt Shield is not a curing compound and should be used to seal cured concrete only. Salt Shield is generally not recommended for application 
to integrally colored or stamped (decorative) concrete surfaces. Ozinga Decorative Sealer is typically used in these applications for improved color 
enhancement and gloss characteristics. Salt Shield is considered a penetrating hardener and is not a film forming type sealer. However, depending on 
absorption of substrate, it may slightly darken or highlight imperfections or aggregate surface colors, resulting in a mottled appearance. A test area is always 
recommended to determine product suitability before use, especially on light colored driveways, sidewalks, or patios where appearance is critical. If no surface 
mottling is desired, the use of a penetrating sealer or water repellent is recommended for a natural (invisible) appearance. When Salt Shield is applied 
excessively (puddled) and allowed to dry in this condition without being rinsed down after 30 minutes with water, a white residue may remain on the surface of 
the treated substrate. This white residue consists primarily of excessive potassium carbonate salt that can be subsequently removed with water spray and 
slight broom agitation since the salt is water soluble. Do not apply in temperatures below 45° F or above 90° F. Do not apply to frozen or frost filled surfaces. 
Protect glass, aluminum, foliage, shrubs and grass from over spray. The treated surface will be slippery during application and until dry. Allow the surface to 
dry 12 hours before exposing to foot traffic, 24 hours for vehicles. Keep from freezing.

WARNINGS
Avoid contact with skin and eyes. Wear protective clothing and safety glasses during application. Keep away from food and drink. Do not take internally. Refer 
to product SDS (Safety Data Sheet) for further health and safety information. FOR INDUSTRIAL USE ONLY. KEEP AWAY FROM CHILDREN.

HMIS CODES
HEALTH = 1, FLAMMABILITY = 1, REACTIVITY = 1, P. PROTECTION = G

SHIPPING NAME
Concrete Water Repellent - Water Base - Not regulated

SHIPPING CLASS
ITEM 33880, SUB 2, LTL 55

SHELF LIFE
1 year in unopened container, properly stored at room temperature. PROTECT FROM FREEZING.

LIMITED WARRANTY
This product is warranted to be of merchantable quality when used according to the instruction herein. It is not warranted to be suitable for any purpose or use 
other than the general purpose for which it is intended. Liability under this warranty is limited to the replacement of the product as purchased, if found to be 
defective upon inspection by the manufacturer. This limited warranty is issued and accepted in lieu of all other expressed warranties and explicitly excludes 
liability for consequential damages. Buyer assumes all risk and liability resulting from the use of this product.

FOR CHEMICAL EMERGENCY
Spill, Leak, Fire, Exposure or Accident call Infotrac - Day or Night
(800) 535-5053
Outside the United States, call Collect 1 (352) 323-3500

Warning!

Warning! This product contains a chemical known to the state of California to cause birth defects or other reproductive harm. May cause eye irritation. May cause respiratory irritation. May cause skin irritation. Harmful if swallowed. Obtain special instructions before 

use. Do not handle until all safety precautions have been read and understood. Keep container tightly closed. Ground/bond container and receiving equipment. Avoid breathing dust/fume/gas/mist/vapors/spray. Wash face, hands and any exposed skin thoroughly 

after handling. Use only outdoors or in a well-ventilated area. Avoid release to the environment. Wear protective gloves/protective clothing/eye protection/face protection. IF exposed or concerned: Get medical advice/attention. IF ON SKIN (or hair): Take off 

immediately all contaminated clothing. Rinse skin with water/ shower. If skin irritation occurs: Get medical advice or attention. IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts, if present and easy to do. Continue rinsing. If eye irritation 

persists: Get medical advice/attention. IF INHALED: Remove person to fresh air and keep comfortable for breathing. Call a POISON CENTER/doctor if you feel unwell. IF SWALLOWED: Immediately call a POISON CONTROL CENTER/doctor. DO NOT induce vomiting. 

Take off contaminated clothing and wash before reuse. In case of fire use, “alcohol resistant” foam, dry chemical, halon or carbon dioxide to extinguish. Collect spillage.
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